
Connecting a Mac to the Server/Public drive and Canon Printers

Connect to a computer or server by entering its address 

1. In the Finder, choose Go > Connect to Server. 

2. Type the network address for the computer in the Server Address 
field using this format: 

3. smb://10.0.2.10 

4. Follow the onscreen instructions to type the username and 
password, then choose the shared folder you want to access.  If 
you have problems with your Username & Password, EAS can 
assist you with this. 

5. If necessary, enter your user name and password and select 
volumes or shared folders on the server. 

6. To make it easier to connect to the computer in the future, select 
“Remember this password in my keychain” to add your user name 
and password for the computer to your keychain. 

Mapping the Public drive so it re-mounts after rebooting 

1. From the Finder, hit Command+K 

2. Enter the path to the network drive you want to map, ie: smb://10.0.2.10/Public 
and click ‘Connect’ 

3. Enter your login credentials and click “OK” 

4. The drive is now mounted, but continue on to map for system reboot 
persistence 
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5. Now enter into System Preferences, from the Apple menu 

6. Click on ‘Accounts’ 

7. Click on “Login Items” 

8. Click on the + button to add another login item 

9. Locate the network drive you previously mounted and click “Add” 

10.Exit out of System Preferences 

Adding a printer to a Mac 

1. After connecting to the server (10.0.2.10 or MCCDC1) navigate to the 
Software\Printer Drivers 

2. Copy the “iPS-G200v1.0_PS-Driver_Mac” and the “UFRII_v10.15.00_Mac” 
folders to your computer/desktop in a location you can find again. 

3. Open each of the folders and install using the .dmg file. 
4. When installing the software, it reaches a point where it asks to locate the printer 

you want to install.  In the lower left should be a link to “install drivers only” which 
is what you’ll use at this time. 

5. Open System Preferences. You should still be connected to the server (10.0.2.10 
or MCCDC1) 

6. Open Print & Fax 
7. If you don’t already see the Canon printer(s), click the [+] sign to add them 
8. The add printer dialog will appear. From here click on the [Windows] button 
9. After clicking the [Windows] button, the browse dialog may appear black for 

several minutes. The system is actually busy locating the available Windows 
networks, but does not have any indication of this 



Connecting a Mac to the Server/Public drive and Canon Printers

10.Once the networks have loaded, you can click each network to list the servers 
within the network. Clicking on the server, will attempt to load the printer shares 
on that server. Again, each click of network or server may take several minutes to 
load without any indication that it is busy. 

11. !  

12.Depending on if you are authenticated, you may next get prompted for a 
username and password to view the shares on the server. You will need to enter 
your domain credentials. Check the “Remember this password in my keychain” if 
you wish to. 

!  
13.After this you will see the list of shared printers 
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14. !  
15.Once you click on the printer you want to install, double check the name (Name 

on Local Mac) so you know what you’re printing to and be sure to click the “Print 
Using” drop down so you can select the “Select Printer Software”. 

16.The drivers for the new Canon printers were installed earlier.  Selecting the 
Printer Software drop down should bring up a list of drivers on your computer in 
which you’ll scroll to the printer you’re trying to install. 

17.This should complete the install and you’re ready to print. 
18. If you are prompted for a username and password when try to print, Danna 

should have your 4-digit pin code for authorization. 


